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Deutsch: 25 Francais: 26 Espanol: 27 Italiano: 28

IMPORTANT SAFETY INFORMATION

¢ Please carefully read all instructions before attempting installation. If you do not understand the
instructions or if you have any questions or concerns, please call technical support or email
customer service.

* Before starting assembly, confirm that all parts are included and undamaged. Do not use
damaged or defective parts. If you require replacement parts, please call technical support or email
customer service.

¢ Not all hardware included in this package will be used.

¢ Avoid the risk of personal injury or property damage!

¢ Do not use this product for any purpose that is NOT explicitly specified in this manual. Do not
exceed the maximum weight capacity. We are not liable for damage or injury caused by incorrect
assembly, improper mounting, or inappropriate use.

¢ This product is designed for installation on wood stud, solid concrete, and brick walls. DO NOT
install on drywall alone.

e The wall must be capable of supporting four times the weight of the TV and mount combined.
e This product contains small parts that may pose a choking hazard.

Note for Wood Stud Installation (Page 15 to Page 16)

* Avoid the risk of personal injury or property damage! Tighten the lag screws only until they are
pulled firmly against the wall plate (DO NOT overtighten). Do not use a drill; only use a socket
wrench.

¢ Do not use wall anchors for this mounting option. Wall anchors are used for solid concrete and
brick wall installations only.

e Minimum wood stud size: 1 1/2" W x 3 1/2" D (38 x 89mm)
¢ Wood Stud Spacing: 12" to 16" (center to center)

¢ Note: If the wood studs are more than 16" apart, or if the studs are not in the desired mounting
location, you can secure (2) wood boards to the wall studs, then install the TV mount on the
boards. Minimum wood board dimensions: 1 1/2” T x 3 1/2" W x >18" L (38 x 89 x >457mm)

Note for Solid Concrete or Brick Wall Installation (Page 17 to Page 18)

¢ Avoid the risk of personal injury or property damage! Tighten the lag screws only until they are
pulled firmly against the wall plate (DO NOT overtighten). Do not use a drill; only use a socket
wrench.

e Mount the arm assembly / wall plate directly on the concrete surface.
* Minimum solid concrete thickness: 8" (203mm)
e Never drill into the mortar between bricks.
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Before getting started, make sure this mount is compatible.

L0000 00000 mmmD

Max: 600 x 400mm (23.6 x 15.7")
Min: 200 x 100mm (7.9 x 3.9" )

VESA Pattern Compatibility

1 200 x 100mm
[Z1 200 x 200mm
[Z1 200 x 300mm
1 200 x 400mm
[1 300 x 200mm
1 300 x 300mm
V1 300 x 400mm

[1 400 x 200mm
/1 400 x 300mm
/1 400 x 400mm
71 500 x 300mm
[Z1 600 x 200mm
[/1 600 x 400mm

AR
132 Ibs

(60kg)

If the TV weighs more than 132 Ibs (60kg), DO NOT use this product.
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Suitable for installation on wood stud, solid concrete and brick walls. DO NOT install on

=X drywall alone.

4 Tools Needed (Not Included)

I~
» Socket Wrench

Tape Measure Electric Drill Pencil Phillips Screwdriver 1/2" (13mm)

. For Wood Stud Walls

Stud Finder Awl Wood Drill Bit
7/32" (5.5mm)

—~ For Solid Concrete and Brick Walls

VA

Hammer Concrete Drill Bit
3/8" (10mm)

05




Contents - Inhalt- Contenu - Contenido - Contenuti

Washer Washer
M4/M5/M6 M6/M8
[B1lx 4 [C31x 4

01 % (A x 2

Wall Plate Template Level

Wall Anchor
@@ x4

x 1 EE X1
Lag Screw ., -
25)/164)( 23/4 I{!"./M/’//

([ A =
0

L2.5mm
[B2]1x 8

Front Support Bar

BULIT TRV RR )

[C1lx 4

Front Support Bar ~ Arm Assembly / Wall Plate

[oK] x 2 [ x 1

Allen Key
Bolt 3/16" (5mm)
4 L A3 B

L10mm L22mm




Step 1 Attach TV Brackets to TV

1-1 Select TV Bolts

Hand thread bolts into the threaded inserts on the back of your TV to determine which bolt
(M4, M6 or M8) to use. A minimum of 4-5 turns into the threading is required. Do not turn
past the bottom of the hole.
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1-2 Spacer and Bolt Configurations

|l

Flat Back TV Recessed Holes
L) See Option A See Option B See Option C See Option D  See Option E

S\ Flat Back TV (See Option A)

[N Curved TV (See Option B) Bump (See Option C)
[Vl Cables (See Option D) [V Recessed Holes (See Option E)
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1-3 Attach the TV Brackets to Your TV
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Ensure the ends with round holes on the TV brackets are directed toward the top of the TV.
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Option A - Option A - Option A - Opcién A - Opzione A

(If needed)

Add spacers if needed to fit the bolt length and TV back.

Option A: For Flat Back TVs
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Option B - Option B - Option B - Opcién B - Opzione B

F2/D2/E2

B2/C1/C2

Spacers must be tall enough so that the curved back of the TV does not interfere with the

Option B: For Curved TVs
mounting plate.
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Option C -

(If needed)

Option C: For TVs with a Bump
The TV brackets must be flush on the bump and leveled by spacers on the gap.




Option D
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Option D: For TVs with Protruding Cables
Use spacers to create extra space between the TV and TV brackets.
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Option E - Option E - Option E - Opcién E - Opzione E

'B2/c1/c2|  [B1/c3] [F2/D2/E2] =
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Option E: For TVs with Recessed Holes
Spacers need to fill in the recessed holes on the back of the TV, while keeping the TV
brackets as close to the TV as possible.




Step 2 Mount the Arm Assembly / Wall Plate on the Wall

- Option A: For Wood Studs, follow Page 15-16.
Option B: For Solid Concrete or Brick Walls, follow Page 17-18.

&

Awl
(Not Included)

|

Stud Finder
(Not Included)

=

Pencil
(Not Included)

[0 center positions. Position the wall plate template [05] at your desired height and line up the
holes with your stud centerline. Level the wall plate template [05] and mark the holes.




2 3/4" (70mm)

2 3/4" (70mm

=

C——

Socket Wrench
1/2" (13mm)
(Not Included)

z Electric Drill
07/32" (5.5mm) (Not Included)

-

Drill 4 pilot holes using a 7/32"” (5.5mm) diameter drill bit. Make sure the depth is not less

. than 2 3/4" (70mm). Mount the arm assembly / wall plate [04] on the wall using the lag
screws [A1]. Tighten the lag screws [A1] only until they are pulled firmly against the wall plate
(DO NOT overtighten).




3" (75mm)

=

Pencil
(Not Included)

Electric Drill
23/8" (10mm) (Not Included)

- NOTE: Be sure to use the specified drill bit.

Position the wall plate template [05] at your desired height. Level the wall plate template [05]
and mark the holes. Drill 4 pilot holes using a 3/8" (10mm) diameter drill bit. Make sure the
depth is not less than 3" (75mm). Never drill into the mortar between bricks.




(Not Included)
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1/2" (13mm)
(Not Included)

Hammer

3
/ =) > ‘ & M Socket Wrench

Use a hammer to tap the anchors [A2] into the drilled holes. Ensure the anchors [A2] are
seated flush with the concrete or brick surface. Mount the arm assembly / wall plate [04] on
the wall using the lag screws [A1] and anchors [A2]. Tighten the lag screws [A1] only until
they are pulled firmly against the wall plate (DO NOT overtighten).




Step 3 Verify that the Mount is Firmly Mounted




Step 4 Front Support Assembly

Insert the front support bars [02] and [03] into the front support plate and tighten the bolts
[G] to secure them.

20



Step 5 Hang the TV on the Front Support

=— &

Phillips Screwdriver
(Not Included)

5-1 Slightly loosen 2 pre—-assembled bolts [S] on the TV brackets

21



=r— @

Phillips Screwdriver
(Not Included)
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5-2 Hang the TV on the front support, making sure the upper and lower hooks on the
brackets fit over the front support bars. Retighten the safety bolts [S] to secure the TV in

place.
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Step 6 Tilt Adjustment
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Tilt your TV to the desired angle. You may need to slightly loosen the 2 tilt bolts [T]. Retighten
the tilt bolts [T] to lock the tilt angle.
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Step 7 Level the TV

J000nananEaLaRa0ng

Level your TV using the included level [06]. You may need to slightly loosen the 2 leveling
bolts [L]. Retighten the leveling bolts [L] to hold the TV in position.
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Frequently Asked Questions

Question 1 How should | manage the cables?

e
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Question 2 What should | do if my stud spacing is greater than 16" or if | can’t
center the mount on the wood studs?

1. Buy two hardwood boards long enough to cover the gap between two wood studs and firmly attach
them.

e Self-supplied lag screws: 1/2" x 4"
Screw in at least 1” from the ends of the
boards.

* Board Size: 1 1/2" (W) x 3 1/2" (D) (38 x 89mm)
The wood boards and studs must be capable of supporting four times the weight of the TV and
TV wall mount combined.
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2. Securely attach the TV Wall Mount to the
boards.

e Lag screws [A1] (supplied with the TV
Wall Mount).

Question 3 How do | find the right height for mounting the TV?

¢ The simplest method is to position the TV so that the center is the same height as your eye level
while viewing. Scan the QR code to watch the mounting video, which covers this in more detail.
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Question 4 How can | raise/lower the TV if the TV Wall Mount is already fixed on
the wall?

1. Remove the TV from the TV Wall Mount.

2. Remove the TV brackets from the TV and reattach according to instructions A or B in the
picture below (A for lifting up the TV or B for lowering the TV).

3. Hang the TV on the TV Wall Mount and secure.
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A. To raise the TV by a few inches, reattach
the TV brackets using the upper holes in the
brackets.

B. To lower the TV by a few inches,
reattach the TV brackets using the lower
holes in the brackets.

OO0 00000000000 goQdQ
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Question 5 It’s too hard to adjust the swivel angle or extension of the TV Wall Mount.

1. Mount the TV and Wall Mount on the wall before trying to move the arms. Only move the TV by
the left and right edges. Do not push on the screen of the TV.
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2. If you have tried Option 1 but adjustment is still too hard, try lubricating the arm joints with a few

drops of machine oil.

- Self-supplied




Warnings and safety information

All information regarding the use of the product can be found in the instruction manual. Before using it, read its contents and follow the
instructions contained therein.

Also read the following information before use:

Warnings for use

Risk of equipment damage and falling of the device:

eBefore mounting the mount, make sure that the wall, desk or other mounting surface is strong enough to support the weight of the device and
the mount.

eUse only screws, dowels and other mounting hardware supplied by the manufacturer. Replacements may not provide adequate security.
eDo not mount the mount on surfaces made of low load-bearing materials (e.g., thin drywall) without appropriate reinforcements.

eMake sure that the TV, monitor or other equipment does not exceed the maximum load specified in the mount's specifications.

eDo not hang additional items such as cables, speakers or accessories on the mount, which may cause overloading.

Hazard to users:

eAlways follow the manufacturer's recommendations when mounting and adjusting the mount to avoid the risk of injury. Do not undertake
installation yourself if it requires specialized tools or work at height.

eAfter mounting the handle, regularly check that all screws and fasteners are stable and well tightened.

Hazard to children:

eKeep handles, screws and other mounting components out of reach of children to prevent accidental swallowing or injury.

eMake sure the mounted bracket and equipment are out of children's reach to avoid the risk of the unit tipping or falling.

Information on proper use

Installation recommendations:

eBefore mounting, carefully read the user manual and check that the mounting kit contains all the required components.

eMake sure your TV or monitor has the appropriate mounts (e.g., VESA standard) that are compatible with your mount model.

e\When mounting, use a spirit level to ensure that the mount is properly aligned and to avoid unevenness that may affect the stability of the
device.

o|f the mount allows you to adjust the angle of tilt or rotation, perform these operations with care to avoid damage to the mechanism or screen.
eAvoid sudden movements when repositioning the mount - they can cause the mounting components to come loose.

oFor height-adjustable mounts, make sure the mechanism is locked after setting the desired position.

Maintenance and storage:

eRegularly check the condition of the handle, including the screws, hinges and mounting surface, to make sure there are no signs of wear or
corrosion.

oClean the handle with a soft, dry cloth. Avoid using aggressive chemicals that can damage the protective coating.

eFor handles with spring or gas mechanisms, make sure they operate smoothly and without resistance. If necessary, contact the
manufacturer's service department.

o|f the handle will not be used for a long time, store it in a dry place protected from moisture and dust.

eWhen transporting the handle, use the original packaging or suitable protection to avoid mechanical damage.

Additional precautions

Adaptation to the user:

eChoose a mount model that is compatible with the size and weight of your TV or monitor - pay attention to the screen diagonal range and
maximum load specified.

o|f you plan to mount the mount on a non-standard surface, consult a professional to select the appropriate mounts.

Damage and service:

olf you detect damage, such as cracks, loose screws or difficulty in adjustment, stop using the mount immediately and contact the
manufacturer's authorized service center.

eDo not attempt to repair the mount yourself - any repairs should be performed by a specialist to ensure safety.

eReplace worn mounting parts only with original parts supplied by the manufacturer.

Statement of conformity

The products have been designed in accordance with the safety requirements of Regulation (EU) 2023/988. They meet the relevant technical
standards, including safety of use, compliance with international mounting standards, and protection of users from mechanical and
environmental risks.
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